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COMPANY WITH 
UNI  EN ISO 9001 

QUALITY MANAGEMENT SYSTEM 
CERTIFIED BY CERTIQUALITY 

PLATINUM PAVA 
 

RESINOUS IRIDESCENT PIGMENTED PRODUCT 

TECHNICAL 
SPECIFICATIONS RESULTS 

ANALISYS 
METHOD 

Mixing Ra�o (*)  

Monocomponent. 
All Pava Resins products must be mixed thoroughly before proceeding with the various 
applica�on phases. Manual mixing is not permi�ed; incorrect mixing causes the coa�ng to 
not completely cure. 
For the colored version it is recommended to use the complete packaging. In the event 
that it is necessary to divide the packages, take care to mix properly all the colored 
component to disperse the pigments evenly. With the help of a precision balance, then 
divide the components paying careful a�en�on in order to maintain the catalysis ra�os of 
the individual elements, so as not to incur poor performance. 

13 IST 21 

Specific Weight (**)  1,30 - 1,55 gr/cm³ at 20 ± 2°C, depending on the color.  ASTM D 1475  
EN ISO 2811-1 

High Solid Content (**) 42 (±2) % ASTM D 2369  
EN ISO 3219  

Viscosity at 25±2°C (**) Slightly thixotropic. ASTM D 2196  
EN ISO 3219  

Adhesion to Concrete 
(*) 

> 1,5 MPa ASTM D 4541 
EN 1542 

Dilu�on (*) Ready to be used. 13 IST 21  

Drying Time (*) 

A�er 2-3 hours at 20 ± 2°C and with 50 ±10% R.H., hardening a�er 2 - 4 hours in rela�on 
to environmental condi�ons; in the presence of humid substrates or with counter-thrust 
humidity, blisters and/or bubbles may form. 
Consult our Technical Office. 

ASTM D 1640  
EN ISO 866  

Recoa�ng (**) A�er 5 -7 hours depending on the environmental temperature; no later than 24 hours. 
Compa�bility and over-coa�ng, refer to our Technical Office.  ASTM D 1640  

Consump�on 
and Yield (*) 

0,080– 0,150 kg/m2 for each layer.  13 IST 03  

Appearence of 
the Film (*) 

Sa�n. / 

Number of Layers One or more layers, depending on the thickness and aesthe�c effect required. / 

Tools Washing First wash with water; the second one with thinner. / 

Storage Life 
6  months in the original well-closed packaging in ven�lated and dry rooms, if possible at 
room temperature not lower than + 10°C. 
Do not expose the packages directly to the sun. Keep away from frost. 

/ 

COMPOSITION One-component formula�on based on modified copolymer resins, solvent-free, NANO charged addi�ves 
with microfibers and metallic pigments. 

FIELD OF USE Extremely versa�le product in the field of interior decora�on that combines high quality and excellent 
durability. 
Colors chart: GRECO, EGYZIANO, PERSIANO, ETRUSCO and BIZANTINO. 
It offers the possibility to create crea�ve effects allowing the crea�on of cloudy spatulate finishes, both sa�n 
and glossy. 

QUALITY The product is subjected to careful and constant tes�ng in our laboratories. The raw materials used are 
rigorously selected and controlled. 

(*) Tests performed according to the methods indicated in the internal control plan. The product is not self-supporting UNI10966, but conditioned by the support.  
No film tests RIF. ISO UNI EN 13892 - 2 (highthickness). (**) Typical Values 
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Prepara�on of  
Surfaces 

Mechanical or manual abrasion, appropriate dus�ng, removing inconsistent parts, applica�on of suitable 
adhesion promoter in rela�on to the substrate. 
Any imperfec�ons or irregulari�es that could compromise the final aesthe�c effect must be corrected by 
sanding and/or regularizing of the substrate before applying the subsequent products. 
In the presence of cracking processes in the support, carefully check the nature of these phenomena: if due 
to plas�c shrinkage, and if due to stress-structural phenomena affec�ng the support itself. Both in the case 
of sta�c and dynamic cracks consult our Technical Office in order to intervene appropriately. No 
responsibility can fall on the product in the event that these cracking processes affect the same as, according 
to UNI EN 10966, these systems are not self-suppor�ng. 
Any traces of oil, grease, paint, varnish, efflorescence, etc. must be removed beforehand, as well as any 
chalking or removable sec�ons. 
Before proceeding with the applica�on of Pava Resine products, the preliminary treatment of all the cri�cal 
points is mandatory (possible cracks in the support, corners, edges, ver�cal folds, expansion and/or 

Applica�on Spatula, brush or manually (wearing suitable latex gloves). Roller applica�on is not recommended. 

Packs & Colors Available in kg. 10,000 plas�c buckets. 
ΔE Cielab <5.0 non-binding. 

Warnings If at the opening of the container the products show signs of instability/deteriora�on including thickening, 
crystalliza�on, gela�niza�on, sedimenta�on, flota�on, etc. due to incorrect storage of the material 
(temperature/humidity) both during transport and in the final warehouse or for use beyond the expira�on 
date, the use is not recommended. 
Product for professional use. 
It is strongly recommended to use the applicators course before using Pava Resine products. Anyone who 
uses these products without being enabled, does so at their own risk. 
Keep out of reach of children. Ven�late the premises well during use and drying. Do not eat, drink or smoke during use. During use, wear 
protec�ve gloves and goggles and use the usual precau�ons for handling chemical products. In case of contact with eyes or skin, wash 
immediately with plenty of water and consult a doctor. If swallowed contact a poison control center or a doctor immediately. Ven�late the 
premises before staying there. 

Rules to be observed The above men�oned products and tecnologies results low-environmental impact and permit to reduce the 
internal and external pollu�on caused by solvents. Compliance to the hygenic standards in force as the use 
of epoxy resins is strongly recommended. For more informa�ons, see our Safety Sheet. 

Handling Precau�ons NOT RECOMMENDED FOR: 
DO NOT apply on concrete which is less than 10 days old. 
DO NOT apply on concrete with a curing or sealing membrane. 
DO NOT apply on base concrete at a temperature lower than 10°C (50°F). 
DO NOT dilute with ethyl alcohol. 
SLIP/FALL PRECAUTIONS: We recommend using slip resistant granules in all outdoor applica�ons where the 
product will be used and on indoor applica�ons that may be exposed to water, oil or other spills that may 
cause a slippery environment. Polymer or glass microfibers may be added into the product to achieve the 
amount of slip resistance desired. It is the end user’s responsibility to determine the suitability of a coa�ng 
for their par�cular applica�on. Pava Resine will not be responsible for injury incurred in a slip/fall accident. 
SAFETY PRECAUTIONS: Health Considera�ons: Consult our Safety Data Sheet. 
Chemical systems require the use of proper safety equipment and procedures. Please follow our Safety Data 
Sheet for detailed informa�on and handling guidelines. 
For Your Protec�on: the informa�on and recommenda�ons in this publica�on are, to the best of our 
knowledge, reliable. Sugges�ons made concerning the products and their uses, applica�ons, storage and 
handling are only the opinion of Pava Resine. Users should conduct their own tests to determine the 
suitability of these products for their own par�cular purposes and of the storage and methods herein 
suggested. The toxicity and risk characteris�cs of products made by Pava Resine will necessarily differ from 
the toxicity and risk characteris�cs developed when such products are used with other materials during a 
manufacturing process. The resul�ng risk characteris�cs should be determined and made known to ul�mate 
end-users and processors. 
Because of numerous factors affec�ng results, Pava Resine makes no warranty of any kind, express or 
implied, other than that the material conforms to its applicable current Standard Specifica�ons. Pava Resine 
hereby disclaims any and all other warran�es, including but not limited to those of merchantability or fitness 
for a par�cular purpose. No statements made herein may be construed as a representa�on of warranty, 
negligence, strict liability, or otherwise shall be limited to the purchase price of the material. 

PLATINUM PAVA 

QRCODE: IN CASE OF NO-DOWNLOAD FROM THE LABEL REQUIRE THE NEW ISSUE. The indications contained in the 
technical data sheet are the most up-to-date available at our disposal on which we reserve all appropriate changes; however 
such information must be considered without any binding value and will not demonstrate any contractual legal relationship or 
ancillary obligation with the purchase contract. Since the use of the product also takes place outside of our control, the 
responsibility for the incorrect use of the product falls exclusively on the user and therefore does not involve the assumption of 
our guarantee and responsibility for the final result of the work. Moreover, they do not exempt the customer from the burden 
and exclusive responsibility of verifying the suitability of our products for their use and the intended purpose; in addition , the 
customer is required to verify that the values shown in the technical data sheet are also valid for the batch of product of interest 
and are not obsolete and/or replaced by successive editions. This sheet cancels and replaces the previous ones. 


